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Average Mass Production Efficiency >20.4%

“inverted” pyramids

Percium Cell
finger

The mono cell technology with passivated backside

and local BSF, 20.4% average mass production

efficiency

AR Coating
p-silicon

_____________________________________ rear contact oxide

Benefit: 10% More Power

ii +10%

Percium

More Power Per m2

Higher conversion efficiency - more power production

per unit area

Conventional

Percium module 285Wp VS Conventional module 260Wp

Lower System Cost Benefit: Save System Costs Per Watt

Higher conversion efficiency help you save

® Transportation cost 9% less 7% less 5% less
® |nstallation cost 7 -
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BOS cost

Cost saving estimation made by comparison between 260W and
285W modules

Excellent Low-light
Performance

Benefit:1% More Output Per Watt

Enhanced spectral response at longer wavelength
boosting low-light performance
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EQE—External quantum efficiency

High Reliability

® | ong-term reliability tests

® Harsh climate environment endurance tests

® PID-resistance tests

e Certified by TUV SUD and ETL

® [ndustry-leading cell tecnology

® High quality components from best suppliers

® Manufacturing inspected and certified by PI-Berlin and Solar-IF
® 100% in-house automatic manufacturing

® 2X 100% EL inspection ensuring defect-free
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~Z Fraunhofer

Positive power tolerance: 0~+5W

@ Modules binned by current to improve system performance

Excellent mechanical load resistance: Certified to withstand

m high wind loads (2400Pa) and snow loads (5400Pa)
P

Comprehensive Certificates

® |EC 61215, IEC 61730, UL1703, CEC Listed, MCS and CE

1ISO 9001: 2008: Quality management systems

ISO 14001: 2004: Environmental management systems

BS OHSAS 18001: 2007: Occupational health and safety management systems

Environmental policy: The first solar company in China to complete Intertek's carbon

footprint evaluation program and receive green leaf mark verification for our products
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Speci cations subject to technical changes and tests. JA Solar reserves the right of nal interpretation.




